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Founded in 1938, RP has been serving the residential
and light commercial HYAC markets with products
including:
Whole home humidification and dehumidification
Air cleaners
Programmable thermostats
Commercial humidification ,,
Commercial air filtration R —— T
Commercial paint filtration . e
Evaporative cooling
Comprehensive testing

State of the art manufacturing processes b
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Welcome to EZ Kleen CORPORATION
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How EZ Kleen filters work

EZ Kleen filters use depth loading technology. This
processes allows us to capture more particulate
over a longer period of time. EZ Kleen has a low

initial resistance and allow a very gradual resistance par

build-up of dust and dirt particulate. This both
extends our filter life and heightens our
performance vs other filters.
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filter media

filtrate




Why Are We So Populare RESEARGH PRODUCTS

Core manufacturing capabilities
Perfected methods over 80 years
5

Highest quality products F

Quick supply

10 day custom filters

24 hr. shipping turn

Easy pricing model

Immediate quotes

Free expediting




We Are Everywhere! RESENACH PRODICTS

Grease Filters Air Filter




Even Where You Wouldn't Expect! RESENACH PRODICTS

Semi Truck Filters Bus Filters

Electrical Cabinets (EMI/RFI)




EZ Kleen Standard Filters Eéﬁ%‘ﬁh%‘gﬂ““"

Precision, high quality EZ Kleen
custom filters can be flat, formed,
or diameter and can be produced
IN various thicknesses to meet your
specific requirements for size,
shape and performance.

Diameter

Formed




EZ Kleen Activated Carbon Air Filter

Flexibility in shape and size
Low resistance

Versatility in performance
Washable air filter

Wear resistant
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The enhanced reactive chemistry of the EZ Kleen
carbon air filter absorbs acid gases, VOCs and
provides odor removal.




EZ Kleen Range Hood

Light Lens

g g
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Aluminum

This is a permanent, all-aluminum
mesh grease filter. Your service life is
extended due to the staggered
baffle pattern while catching 86% of
the grease particles. This allows the
grease to depth load which gives
you a longer time span between
cleanings, keeps your cooking
surface cleaner and prolongs the life
of your range hood. Simply clean
using warm water and dish

soap. Designed as areplacement
filter for Broan, Caloric, NuTone,
Gaffers & Stattler and Whirlpool
range hoods.
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Aluminum pad with carbon)

This is a permanent, all-aluminum mesh grease filter with a layer of
carbon. Your service life is extended due to the staggered baffle
pattern while catching 97% of the grease particles. This allows the
grease to depth load which gives you a longer time span between
cleanings, keeps your cooking surface cleaner and prolongs the life of
your equipment. Simply clean using warm water and dish

soap. Designed as a replacement filter for Broan, Caloric, Gremline
and Whirlpool range hoods.

Carbon pad
This is a single layer carbon

impregnated pad. Your filter
willremove up to 97% of the
grease particles. You will
appreciate the ease

of cleaning, keeping your
cooking surface cleaner
which will prolongs the life of
your equipment. Simply
clean using warm was and
dish soap. Designed as a
replacement filter for Broan,
Caloric, Gremline and
Whirlpool range hoods.

Carbon
Filter

\/
Grommet



EZ Kleen Mist Eliminator Filter

Flexibility in shape and size
Low resistance

Versatility in performance
Washable air filters

Wear resistant
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The EZ Kleen mist eliminator filter is constructed
using a layered slit and expanded aluminum and
enclosed in a heavy aluminum frame. Holes in the
frame allow for proper drainage and diverting the
captured liquid to an appropriate drain.
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EZ Kleen Aluminum Mesh Filter EMI/RFI Protection

For electronic equipment
requiring ventilation, EZ Kleen
Filters provide attenuation of

both airborne and radio
frequency contaminants. A
single filter can be used as a

combination air filter and
EMI/RFI attenuator or one can
be used for each of the two
contaminant-removing
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EZ Kleen Trim-To-Size® Eéﬁ%'ﬁh%‘gﬂ““s

Cutting a Trim-To-Size® filter is easy. An ordinary scissor
or utility knife can be used to cut the material; cutting
along a ruler to ensure a straight edge is recommended.

« Flexibility in shape and size
 Low resistance

« Versatility in performance

« Washable air filter

 Wear resistant
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Industrial EZ Kleen vs EZ Kleen Eé*’ﬁ-'%‘.{'n%“&ﬂ“‘“

Industrial EZ Kleen EZ Kleen

High Velocity Capability High Velocity Capability
(150 fpm — 200 fpm) (150 fpm — 650 fpm)
Heavy gauge frame (.0234) Standard frame (.019)

Higher overall performance

e e




Super Filter Coat gasggﬁlnl;lngﬂms

Constant adsorption

RP Super Filter Coat is a water soluble air filter adhesive that can
be applied to RP aluminum air filters or other viscous impingement
filters. RP air filters are constructed of layers of silt and expanded
aluminum

and can be used in a wide variety of filter applications. Any
viscous impingement filter coated with this exclusive adhesive has
an increase in efficiency and dust holding capacity.

Cleanability
A For rapid and efficient cleaning, Super Filter Coat adhesive is
o u "‘Q%ﬁi?%&%%ﬁ%%ﬁ easily washable in water. Dust, dirt, and other impurities are
T Y @Qggﬁg%%ﬁf{!ifgg&%ﬁ quickly washed away and the filter is restored to its original
: ﬂ | é‘;ﬁg:fi‘wg%g?ﬁﬁ*ﬁiﬁfq.ﬁ luster. After recoating with adhesive, filter is again ready for use.
S LRANE BRI, I
~on—— ‘.;&%ﬁ&,jéﬁ&ﬁ‘ﬂﬁg@g. i Cleaning filters
T R »,ﬁy_gg!;;;’lﬁfga@‘. :&hq . . . .
O RS N S Remove excess dust and lint by rapping dirty side down
% ,"@-ﬁg«q“&uf&'&; @%’1 . . . .
\’ . f;f":g“‘tiig?fgi'ﬁ-k’: or by vacuuming. Clean filters by flushing with a stream of
“;g%gmhg@‘gggz water from both the exhaust and intake side. If filters are
' i ' AR ARG extremely dirty or linted, fill container with warm water and
High viscosity WidRians

mild detergent, and "“swish” filters in water. Rinse clean and
allow to dry before recoating with RP Super Filter Coat.

e e




RESEARCH PRODUCTS

EZ Kleen Accessories CORPORATION
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pring Clips

Cross Brace

g
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PU-53/32",3/8",1/2"and 1"  PU-63/32",3/8",1/2",1"and 2"  py.153/8",1/2",1"and 2"  PU-113/8"and 1/2" PU-8 3/8",1/2" and 1" PU-12 3/32"

PU-7 1" and 2" PU-14 3/8",1/2",1" and 2"




EZ Kleen Specifications 25"5'5‘.{'.'-'""3.'%“‘“

STOCK SIZE
AIR FILTER STOCK NO. PERFORMANCE 2" Industrlal Fliters

(Hx W x D) Nominal INDUSTRIAL
Ez KLEEN " 0Mx 5" %2 am At 350 fpm At 520 fpm
1" EZ Kieen Fllters
Ez KLEEN UL Clsss 2 Filter 2020 x 2" 902 (1.78 m/s) (264 mfs)
' 20"x 25" x 1" 9801 "
T (Z5mim) & 3/52 AL 350 fom AL 520 fpm Rated Velocty 6 X25'x 2" 903 Average Arrestance 7% 6%
UL Class 2 Fiter 20" K20k T 9802 (Z4mm) (178 m/s) (264mjs) 150-900 EPM —— o0t
. LI | 0.05 wc. 010" we.
Rated Velocity —— (0.76-458 m/s) Clean Reslstance
150-650 FPM 16" 25" %1 9803 Average Arrestance 54% 48% Optimum Velocity 5" 20" x 7 o 0,013 kPa 0,025 kPa
(076331 m/s) 16" % 20" %" 9804 0.045" wc. 0.09" we. 150-520 FPM 2
- : Clean Resistance 143 gms/it’ 117 gms/ft
Optimum Velocity AT (178-2.64 m/s) 10"x20"x 2" 906 Dust-Holding Capacity B
150520 FEM 15" x 20" %1 Q805 Q.01 kPa 0.023KPa (1539 ng,:"I'I'I‘} {1259 ng,{'I'TIz)
o 20 -~ Pt kg ey s/t ams/t V4" Tim-To-Size | 5/8” Trim-To-Slze
LTS (721 gms/m’) 4t 350 fpm At 350 fpm
n 15" x 24" x 174" 9200
2" MV EZ Kleen Fliters 178 m 178 m,
MV R TRIM-TO- (178m/s) (178 mfs)
EZ KLEEN® X'x%5'2 9isl At 350 fom At 520 fom SIZE 40" X 64" X 14" a250 Average Arrestance 61% 54%
20M% 20" % 2" 0152 (178 m/5) (264 m/s) EZ KLEEN® 407 X 64" X 58" 9251 007 we 045" wic
UL Class 2 Filter Clean Reslstance o D
Rated Velocity 16" x 25" x 2" gIs3 Average Arrestance 72% GA% UL Class 2 Filter 40" x 50" 14" 9750 0.018 kPa 0.01kPa
150-650 FPM 16"x 20" % 2" 9154 007 we 014" we 100 ! % !
(0.76-4.58 m/s) S Clean Resistance . . 40" %507 ¥ 5/8" 9261 Dust-Holding Capacity 1 O?SQFHSfﬁ‘z 1 Oﬂgmsﬁl -
Optimum Velociy 15"y 207 x 2 aIs5 0.018 kPa 0.035 kPa (1075 gms/m?) (1023 gms/m?)
(??gjz ;H}m:) o e Dust-Holding Capacity B0 g/ o oms/ ¢ e ———
A 24"y 24"y 7" 9157 9¢ap (1399 gms/m?) (980 gms/m?) 332" 38" /" At 350 fpm
Mominal Frame (1.78 m/s)
MADE-TO-ORDER Thickness
EZ KLEEN Average Arrestance 6d%
. UL Class 2 Filter
0.06 we.
Available to order! Minimum quanites ay appy Clean Resistance 006 kP2
Form number 1963 Py

Dust-Holding Capacl z
ust-Holding Capacity 4 g/




One-year Warranty

Research Products Corporation Filters
are warranted for a period of one year
from date of purchase by RP to be free
from defects in workmanship and
materials!
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KLEEN-GARD FILTERS

WARRANTY
INFORMATION

Your Research Products Corporation Filter is warranted for a period of one year
from date of purchase by you to be free of physical defects in workmanship and
materials. Research Products Corporation’s sole and exclusive obligation under
this warranty ad otherwise shall be to promptly supply without charge a
replacement filter for any filter which is found to be defective within said one
year period and which is returned by you to either your supplier or to Research
Products Corporation, Madison, Wisconsin, 53701, not later than thirty days after
expiration and said warranty period. Research Products Corporation shall not, in
any manner, be liable for any labor costs or other expenses, losses or damages
whatsoever (other than damages for personal injury) resulting from any such
defect.

This warranty shall not apply to defects in said filters resulting from any
casualty, mishandling or failure to observe the proper cleaning instructions
imprinted on the filter label.

THE FOREGOING EXPRESS WARRANTY IS MADE IN LIEU OF ANY AND ALL
OTHER WARRANTIES, EITHER EXPRESS OR IMPLIED, WITH RESPECT TO SAID
FILTERS, AND ALL SUCH OTHER WARRANTIES, INCLUDING IMPLIED
WARRANTIES OF MERCHANTABILITY AND FITNESS FOR ANY PARTICULAR
PURPOSE, ARE HEREWITH EXPRESSLY EXCLUDED.



We are here for you! (B0pP) MESENRGE PRODUCTS

We are: “easy to do business with”. Our mission is to delight customers with
timely communication and fast filter deliveries.

We offer:

-Aluminum 2", 1", %", 3/8", 3/32", 4" mesh filter width and 5/8" TTS blanket /
mesh roll width capabilities. Frame stock either .012 or .019 gauge.

« Economy, alternate, standard, HD industrial, Mist Eliminator filters

« UL classified

« Up to 200 FPM velocity with low resistance

-Synthetic filter and carbon filter capabilities

-24 hour lead time for stock and safety stock parts; 10 day lead time on non
stock parts

-Safety stock program available

-Long term supply contract available
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