ElectronicAirCleaners.com

ZOOM IN

ELECTRONIC AIR CLEANER

TYPE NO. FSOE 1281 =
120V 60Hz 0.4A MAX. ®
IONIZER VOLTAGE 8150VDC @ 1.65mA
COLLECTOR VOLTAGE 4075VDC

LISTED
182H

ELECTROSTATIC
AIR CLEANER

TROUBLESHOOTING AIR CLEANERS WITH A WB600E SOLID STATE
PERFORMANCE INDICATOR AND AIRFLOW SWITCH

CORRAECY
WIRING

CHECK WIRING BETWEEN |
WBSOOE AND AR
CLEANER USE MAX

NO 18 4 WIRE THERMO-
STAT CABLE CONNECTED

START

MAXE SURE ELECTRONIC
(CELLS ARE CLEAN, DRY,
AND PROPERLY INSTALLED
]M SURE PREFILTERS
JARE IN SLOT ON FURNACE
{SIOE€ OF CELLS

TURN ELECTRONC AR
CLEANER AND SYSTEM
FAN DN
CHECK NEON OFF
LIGHT
oN

PUSH TEST BUTTON NO
AND LISTEM FOR
SNAPPING SOUND L)

YES
CHECX ON LED \
OFF | N weeooe 3 CHECK NEON orF
- LIGHT
FF ON
- ON

OPEN ACCESS DOOR

TO USE THIS CHART:

. Follow the steps in order, don't skip arcund.

. Each time you isolate and fix a problem, go
back 1o START.

. Repeat ALL the steps until the air cleaner
chechs out OK

PUSH TEST BUTTON
ANDUSTENFOR YES
SNAPPING SOUND. L)

~NO

TURN OFF AJR CLEANER
& REMOVE CELLS ONLY
(NOY PREFLTERS)
CLOSE ACCESS DOOR &
TURN ON AR CLEANER

REPLACE LIGHT
| SWITCH ASSEMSLY

CHECX FOR CORRECT
NPUT VOLTAGE ACROSS:
120V MOOELS: 1 AND
P2 TERMINALS ON POWER

CHECK LED IN
SHOULD cmm
oN

TURN OFF AR CLEANER
A& REMOVE CELLS ONLY
| (NOT PREFILTERS)
CLOSE ACCESS ODOCR &
TURN ON AR CLEANER

| WASN LED N weooE
OFF| SHOULD COME ON

ON

ELECTRONIC AR
CLEANER AND WOOE
ARE Ox

1701.2T02.3TOJ AND
4TO4

THE SNAPPING SOUND ON THIS AR CLEANER, WITH A SOULD
STATE POWER SUPPLY. IS ABOUT HALF AS LOUD AS ON
MODELS WITH THE W918 POWER SUPPLY

A COMPONENTS ARE NOT FIELD REPLACEABLE.

WBAO0E MAS THAEE LIGHT-EMITTING DIQOES LEDS):
ON, WASH, AND CHECK

WBA00E OPERATION CAN BE CHECKED SEPARATELY
SEE WBSOOE INSTRUCTIONS.

Honeywell

MPLS., MN 55422

.

*
-
- e,

1885 DOUGLAS DR.

INSPECT CELLS FOR

- BENT COLLECTOR
PLATES

- BROKEN IONTER
WIRES

« DIRY ON INSULATORS

- DAMAGED 'IONIZER
OR COLLECTOR
CONTACT TARS

WITH ORMMETER, ONECK

FOR SHORY BETWEEN

« CELL FRAME AND
IONZER SECTION

« CELL FRAME AND
COLLECTOR SECTION

SUPPLY
FI040V MODELS:

| QUICK -CONNECT

TERMINALS ON POWER
SUPPLY TRANSFORMER.

TURN OFF AR CLEANER,
REMACE CELLS, AND
OISCONNECT 4 WBO0E
LEADS AT R CLEANER

PUSH TEST BUTTON
ANO LISTEN FOAR

TURN AIR CLEANER OFF
AND RECONNECT Waat0€
LEADS (1 TO 1, 2TO 2.
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